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International application No. 

PCT/GB 00/00072 


International filing date (day/month/year) 

14/01/2000 


(Earliest) Priority Date (day/month/year) 

15/01/1999 


Applicant 

BRITISH NUCLEAR FUELS PLC et al . 



This International Search Report has been prepared by this International Searching Authority and is transmitted to the applicant 
according to Article 18. A copy is being transmitted to the International Bureau. 



.sheets. 



This International Search Report consists of a total of 5 

|X| It is also accompanied by a copy of each prior art document cited in this report. 



Basis of the report 

a With regard to the language, the international search was carried out on the basis of the international application in the 



language in which it was filed, unless otherwise indicated under this item. 

□ 



the international search was carried out on the basis of a translation of the international application furnished to this 
Authority (Rule 23.1(b)). 

b. With regard to any nucleotide and/or amino acid sequence disclosed in the international application, the international search 
was carried out on the basis of the sequence listing : 
| [ contained in the international application in written form. 
| | filed together with the international application in computer readable form. 
| | furnished subsequently to this Authority in written form. 
| | furnished subsequently to this Authority in computer readble form. 

[I the statement that the subsequently furnished written sequence listing does not go beyond the disclosure in the 
— international application as filed has been furnished. 

□ the statement that the information recorded in computer readable form is identical to the written sequence listing has been 
furnished 

2. Q Certain claims were found unsearchable (See Box I). 

3. [X] Unity of Invention is lacking (see Box II). 

4. With regard to the title, 

| | the text is approved as submitted by the applicant. 

rjCI the text has been established by this Authority to read as follows: 

PROCESSING OF URANIUM MATERIALS BY FLU0RINATI0N AND DISSOCIATION OF URANIUM 
HEXAFLU0RIDE IN PLASMA SEPARATOR 



5. With regard to the abstract, 

I I the text is approved as submitted by the applicant. 

m the text has been established, according to Rule 38.2(b), by this Authority as it appears in Box J"-^^™* may ' 
LiSJ W ithin one month from the date of mailing of this international search report, submit comments to this Authority. 

6. The figure of the drawings to be published with the abstract is Figure No. J 

\K\ as suggested by the applicant. □ None of the f * ures - 

| | because the applicant failed to suggest a figure. 

j | because this figure better characterizes the invention. 
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B x III TEXT OF THE ABSTRACT (ContlnuatJ n of Item 5 fth first sh ot) 



The abstract has to be changed as follows: 
Line 5, after "fluoHnatlon" Insert "(2)"; 

Line 6, after "material" Insert "(8,24,26)", after "separation" Insert "(14)"; 
line 7, after "material" Insert "(20,22)"; 
Line 9, after "recycled" Insert "(16)". 
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Box I Observations where certain claims were found unsearchable (Continuation of item 1 of first sheet) 

This International Search Report has not been established in respect of certain claims under Article 17(2){a) for the following reasons: 



1. Claims Nos.: 

because they relate to subject matter not required to be searched by this Authority, namely: 



□ 



2. Claims Nos.: 



because they relate to parts of the International Application that do not comply with the prescribed requirements to such 
an extent that no meaningful International Search can be carried out, specifically: 



3. | | Claims Nos.: 

because they are dependent claims and are not drafted in accordance with the second and third sentences of Rule 6.4(a). 

Box II Observations where unity of invention is lacking (Continuation of item 2 of first sheet) 

This International Searching Authority found multiple inventions in this international application, as follows: 

see additional sheet 



1 . I y I As all required additional search fees were timely paid by the applicant, this International Search Report covers 
searchable claims 



all 



2. | | As all searchable claims could be searched without effort justifying an additional fee, this Authority did not invite payment 
of any additional fee. 



3. I I As only some of the required additional search fees were timely paid by the applicant, this International Search Report 
' ' covers only those claims for which fees were paid, specifically claims Nos.: 



4. | | No required additional search fees were timely paid by the applicant. Consequently, this International Search Report is 
restricted to the invention first mentioned in the claims; it is covered by claims Nos.: 



Remark on Protest | | The additional search fees were accompanied by the applicant's protest. 

[ X | No protest accompanied the payment of additional search fees. 
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FURTHER INFORMATION CONTINUED FROM PCT/ISA/ 210 



This International Searching Authority found multiple (groups of) 
inventions in this international application, as follows: 

1. Claims: 1-20 

Group I of inventions: claims 1-20 are directed to the 
treatment, fluori nation and enrichment of a uranium 
containing feed material by a method and an apparatus 
involving the provision of a separator stage for converting 
a uranium (hexa-)fluoride containing material into a ionised 
form in a plasma generator, whereby the ionised parts of 
uranium are contained in a magnetic field to form a first 
product stream and the non-ionised (non-uranium) parts of 
the feed are withdrawn from the magnetic field as a second 
product stream. 



2. Claims: 21-25 

Group II of inventions: claims 21-25 are drawn to a process 
and an apparatus for purifying a uranium containing material 
comprising an enrichment stage by applying e.g. selected 
frequencies of laser radiation to a feed of e.g. gaseous 
uranium, a fluori nating stage to form uranium fluoride in 
the product stream(s) from the enrichment, and a separation 
stage in which the uranium fluoride is separated from 
non-uranium impurities also in fluoride form, e.g. based on 
differences in volatility. 



INTERNATIONAL SEARCH REPORT I , _ 



ational Application No 

|Nb 00/00072 



A. CLASSIFICATION OF SUBJECT MATTER , 

IPC 7 C22B60/02 C01G43/06 G21C19/48 B01D59/44 B01D59/34 
C22B4/00 C22B4/04 

According to International Patent Classification (IPC) or to both national classification and IPC 

B. FIELDS SEARCHED 

Minimum documentation searched (classification system followed by classification symbols) 

IPC 7 C22B C01G G21C B01D 



Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched 



Electronic data base consulted during the international search (name of data base and, where practical, search terms used) 

EPO-Intemal , WPI Data, PAJ, COMPENDEX 



C. DOCUMENTS CONSIDERED TO BE RELEVANT 



Category ° 


Citation of document, with indication, where appropriate, of the relevant passages 


Relevant to claim No. 


A 


WO 97 27595 A (BRITISH NUCLEAR FUELS PLC) 
31 July 1997 (1997-07-31) 
the whole document 


I, 2,5, 

II, 18-20 


A 


US 5 207 999 A (BURK ROBERT C ET AL) 
4 May 1993 (1993-05-04) 
column 1, line 32 - line 52; claims 6,7; 
figures 1-3 


2,3,9, 
13,20 


A 


DATABASE WPI 

Section Ch, Week 199119 

Derwent Publications Ltd., London, GB; 

Class K06, AN 1991-137460 

XP002135370 

& JP 03 075589 A (DENRY0KU CHU0 LAB), 
29 March 1991 (1991-03-29) 
abstract 

-/-- 


3,5,8,20 



Further documents are listed in the continuation of box C. 



Patent family members are listed in annex. 



° Special categories of cited documents : 

"A" document defining the general state of the art which is not 

considered to be of particular relevance 
"E" earlier document but published on or after the international 

filing date 

"L" document which may throw doubts on priority claim(s) or 
which is cited to establish the publication date of another 
citation or other special reason (as specified) 

"O" document referring to an oral disclosure, use, exhibition or 
other means 

"P* document published prior to the international filing date but 
later than the priority date claimed 



"T" later document published after the international filing date 
or priority date and not in conflict with the application but 
cited to understand the principle or theory underlying the 
invention 

"X" document of particular relevance; the claimed invention 
cannot be considered novel or cannot be considered to 
involve an inventive step when the document is taken alone 

"Y" document of particular relevance; the claimed invention 

cannot be considered to involve an inventive step when the 
document is combined with one or more other such docu- 
ments, such combination being obvious to a person skilled 
in the art. 

"&" document member of the same patent family 



Date of the actual completion of the international search 

7 July 2000 


Date of mailing of the international search report 

0 3. 08. 00 


Name and mailing address of the ISA 

European Patent Office, P. B. 5818 Patentlaan 2 
NL - 2280 HV Rijswijk 
Tel. (+31-70) 340-2040, Tx. 31 651 epo nl, 
Fax: (+31-70) 340-3016 


Authorized officer 

Bombeke, M 
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C.(Continuation) DOCUMENTS CONSIDERED TO BE RELEVANT 


Category ° 


Citation of document, with indication, where appropriate, of the relevant passages 


Relevant to claim No. 


A 


US 5 749 937 A (FINCKE JAMES R ET AL) 
12 May 1998 (1998-05-12) 
column 18, line 3 - line 55; figure 1; 
table 3 


3,13,20 


A 


DATABASE WPI 

Section Ch, Week 200012 

Derwent Publications Ltd London GB: 

Class E31, AN 2000-135517 

XP002135371 

& RU 2 120 489 C (KURCHATOV INST SCI 
CENTRE), 20 October 1998 (1998-10-20) 
abstract 


2,3,7,9, 
11,13,20 


A 


US 5 419 820 A (H0RT0N JAMES A ET AL) 
30 May 1995 (1995-05-30) 

column 5, line 30 - line 39; claims 1-10; 
figures 2-4 


2,3,11, 
13, 

15-17,20 


A 


W0 97 20620 A (UNIV CALIFORNIA) 
12 June 1997 (1997-06-12) 

page 1 -page 2 


3,15,20 


A 


EP 0 180 094 A (KRAFTWERK UNION AG) 
7 May 1986 (1986-05-07) 
claim 1; figures 1,2 


3,13, 
15-17,20 


Y 


DE 34 38 502 A (KRAFTWERK UNION AG) 
24 Aoril 1986 (1986-04-24) 
page 4 -page 5; claims 1,2,4 


21-25 


Y 


US 5 492 462 A (K0RNIL0V V ITALY F ET AL) 
20 February 1996 (1996-02-20) 
column 4, line 60 -column 5, line 15 


21-25 


Y 


W0 95 15921 A (BRITISH NUCLEAR FUELS PLC 
;JEAPES ANDREW PHILIP (GB); FIELDS MARK) 
15 June 1995 (1995-06-15) 

X sj UUIIC X ^/ J *J \ X -J -J *J W X <*J / 

page 1 -page 2 


21-25 


Y 


US 3 806 579 A (CARLES M ET AL) 
23 April 1974 (1974-04-23) 
column 1 


23,24 


Y 


FATHI HABASHI: "Handbook of Extractive 
Metallurgy, Vol. Ill " 
1997 , WILEY-VCH , WEINHEIM-NEW YORK 
XP002142137 227450 

Section 41.7.4.9: Enrichment of (235)U 
page 1631 and figure 41.29 


21,22,25 
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Applicant's or agent's file reference 
AN P/P 17562 WO 



International application No. 
PCT/G BOO/00072 



FOR FURTHER ACTION 



See Notification of Transmittal of International 
Preliminary Examination Report (Form PCT/I PEA/4 16) 



International filing date (day/month/year) 
14/01/2000 



Priority date (day/month/year) 
15/01/1999 



International Patent Classification (IPC) or national classification and IPC 
C22B60/02 



Applicant 

BRITISH NUCLEAR FUELS PLC et af. 



1. This international preliminary examination report has been prepared by this International Preliminary Examining Authority 
and is transmitted to the applicant according to Article 36. 

2. This REPORT consists of a total of 7 sheets, including this cover sheet. 

□ This report is also accompanied by ANNEXES, i.e. sheets of the description, claims and/or drawings which have 
been amended and are the basis for this report and/or sheets containing rectifications made before this Authority 
(see Rule 70.16 and Section 607 of the Administrative Instructions under the PCT). 

These annexes consist of a total of sheets. 



3. This report contains indications relating to the following items: 
I H Basis of the report 



Reasoned statement under Article 35(2) with regard to novelty, inventive step or industrial applicability; 
citations and explanations suporting such statement 

Certain documents cited 

Certain defects in the international application 

Certain observations on the international application 



II 


□ 


III 


□ 


IV 




V 




VI 


□ 


VII 




VIII 





Date of submission of the demand 
31/07/2000 



Date of completion of this report 
10.04.2001 



Name and mailing address of the international 
preliminary examining authority: 

European Patent Office - P.B. 5818 Patentlaan 2 
NL-2280 HV Rijswijk - Pays Bas 
Tel. +31 70 340 - 2040 Tx: 31 651 epo nl 
Fax: +31 70 340-3016 



Authorized officer 
Bombeke, M 

Telephone No. +31 70 340 3576 
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International application No. PCT/G BOO/00072 



I. Basis of the report 

1 . This report has been drawn on the basis of (substitute sheets which have been furnished to the receiving Office in 
response to an invitation under Articie 14 are referred to in this report as "originally fifed" and are not annexed to 
the report since they do not contain amendments (Rules 70. 16 and 70.17).): 

Description, pages: 

1 -26 as originally filed 

Claims, No.: 

1-25 as originally filed 

Drawings, sheets: 

1/4-4/4 as originally filed 

2. With regard to the language, all the elements marked above were available or furnished to this Authority in the 
language in which the international application was filed, unless otherwise indicated under this item. 

These elements were available or furnished to this Authority in the following language: , which is: 

□ the language of a translation furnished for the purposes of the international search (under Rule 23.1 (b)). 

□ the language of publication of the international application (under Rule 48.3(b)). 

□ the language of a translation furnished for the purposes of international preliminary examination (under Rule 
55.2 and/or 55.3). 

3. With regard to any nucleotide and/or amino acid sequence disclosed in the international application, the 
international preliminary examination was carried out on the basis of the sequence listing: 

□ contained in the international application in written form. 

□ filed together with the international application in computer readable form. 

□ furnished subsequently to this Authority in written form. 

□ furnished subsequently to this Authority in computer readable form. 

□ The statement that the subsequently furnished written sequence listing does not go beyond the disclosure in 
the international application as filed has been furnished. 

□ The statement that the information recorded in computer readable form is identical to the written sequence 
listing has been furnished. 

4. The amendments have resulted in the cancellation of: 

□ the description, pages: 

□ the claims, Nos.: 
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□ the drawings, sheets: 

5. □ This report has been established as if (some of) the amendments had not been made, since they have been 
considered to go beyond the disclosure as filed (Rule 70.2(c)): 

(Any replacement sheet containing such amendments must be referred to under item 1 and annexed to this 
report.) 



6. Additional observations, if necessary: 



IV. Lack of unity of invention 

1 . In response to the invitation to restrict or pay additional fees the applicant has: 

□ restricted the claims. 

□ paid additional fees. 

□ paid additional fees under protest. 
IS neither restricted nor paid additional fees. 

□ This Authority found that the requirement of unity of invention is not complied and chose, according to Rule 
68.1 , not to invite the applicant to restrict or pay additional fees. 

This Authority considers that the requirement of unity of invention in accordance with Rules 13.1, 13.2 and 13.3 is 

□ complied with. 

□ not complied with for the following reasons: 



4. Consequently, the following parts of the international application were the subject of international preliminary 
examination in establishing this report: 

□ all parts. 

13 the parts relating to claims Nos. 1-20. 



V. Reasoned statement under Article 35(2) with regard to novelty, inventive step or industrial applicability; 
citations and explanations supporting such statement 

1. Statement 



Novelty (N) 
Inventive step (IS) 



Yes: Claims 

No: Claims 

Yes: Claims 

No: Claims 
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Industrial applicability (IA) Yes: Claims 1-20 

No: Claims 



2. Citations and explanations 
see separate sheet 



VII. Certain defects in the international application 

The following defects in the form or contents of the international application have been noted: 
see separate sheet 



VIII. Certain observations on the international application 

The following observations on the clarity of the claims, description, and drawings or on the question whether the 
claims are fully supported by the description, are made: 
see separate sheet 
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Re Item IV 

Lack of unity of invention 

The claims 21-25 form a separate group of inventions because they do not contain the 
special technical features of claims 1-20 in the sense of Rule 13.2 PCT w.r.t. a plasma 
separator stage incl. magnetic field means for converting uranium-bearing material into 
an ionised state and separating ionised parts from non-ionised parts in separate pro- 
duct streams. Hence the subject matter of claims 21-25 is not so linked to the subject- 
matter of claims 1-20 as to form a single general inventive concept as required by Rule 
13.1 PCT. 

In response to the invitation in accordance with PCT Article 34(3) and Rule 68.2 to re- 
strict or to pay additional fees the applicant neither restricted the claims nor paid addi- 
tional fees. 



Re Item V 

Reasoned statement under Article 35(2) with regard to novelty, inventive step or 
industrial applicability: citations and explanations supporting such statement 

The subject-matter of claims 1-20 define processes and apparatuses for treating, 
fluorinating or enriching a uranium containing feed material, wherein a plasma 
separator stage is used for converting said uranium material into an ionised state, the 
ionised parts being contained in a magnetic field to form a first product stream and the 
non-ionised parts being withdrawn from the magnetic field to form a second product 
stream. No prior art document discloses nor fairly suggests the combination of a 
plasma separator stage with the steps, resp. units of treating, fluorinating or enriching 
incl. redirecting (feeding, recycling etc. of product streams) in the manner as set forth in 
claims 1-20 (processes according to independent claims 1, 2 and 3 with preferred pro- 
cess embodiments in dependent claims 4-17; apparatuses for treating, fluorinating 
resp. enriching as defined in independent claims 18, 19 resp. 20). 
The claimed processes and apparatuses offer an alternative route which is less long 
and complicated than conventional systems for converting a variety of uranium and 
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other nuclear material containing feeds into useful products, including nuclear fuel 
grade materials. 

The subject-matter of claims 1-20 thus fulfills the requirements of Articles 33(2), 33(3) 
and 33(4) PCT. 



Re Item VII 

Certain defects in the international application 

A document reflecting the prior art described on pages 20 to 25 concerning plasma 
generator separators as depicted in fig. 5 and fig. 6, is not identified in the description 
(Rule 5.1 (a)(ii) PCT). The same remark applies to the AVLIS type enrichment device 
described on pages 25-26 (fig. 7). 



Re Item VIII 

Certain observations on the international application 

Although claims 1 and 2 (process), resp. 18 and 19 (apparatus), have been drafted as 
separate independent claims for treating or fluorinating a uranium containing feed, they 
appear to relate effectively to the same subject-matter and to differ from each other 
only with regard to the definition of the subject-matter for which protection is sought 
..and/or., in respect of the terminology used for the features of that subject-matter. The 
aforementioned claims therefore lack conciseness. Moreover, lack of clarity of the 
claims as a whole arises, since the plurality of independent claims makes it difficult, if 
not impossible, to determine the matter for which protection is sought, and places an 
undue burden on others seeking to establish the extent of the protection. 
Hence, claims 1,2, 18 and 19 do not meet the requirements of Article 6 PCT. 
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Moreover the following obscurities in respect of terminology are noticed in certain 
claims, which obscurities affect the clear definition of the scope of the related claims 
contrary to the provisions of Article 6 PCT: 

- a fluorine containing material (fed to a separator stage) in claim 2 is indefinite 

- a uranium containing (feed) material (introduced into a separator stage) in claim 3, 
which material should be different from the uranium containing feed material to be 
fluorinated according to claim 1 , remains undefined and may give rise to ambiquity, in 
particular when regarded in relation to dependent claims 4 and 5. 

The subject-matter of claim 12 is confusing and apparently redundant, given that 
according to claim 2 the second product stream (predominantly fluorine) constitutes 
the fluorine gas being produced which is fed or recycled to the contacting/fluorinating 
stage. 

The wording "and/or" in claims 1,2,3 and 18,19,20 in respect of a plasma/ion generator 
of a separator stage is apparently not in compliance with the description related to fig- 
ures 5 and 6, where a plasma generator is apparently mandatory. 
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the international application as filed has been furnished. 
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□ the description, pages: 

□ the claims, Nos.: 
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□ the drawings, sheets: 

5. □ This report has been established as if (some of) the amendments had not been made, since they have been 

considered to go beyond the disclosure as filed (Rule 70.2(c)): 

(Any replacement sheet containing such amendments must be referred to under item 7 and annexed to this 
report.) 

6. Additional observations, if necessary: 

IV. Lack of unity of invention 

1 . In response to the invitation to restrict or pay additional fees the applicant has: 

□ restricted the claims. 

□ paid additional fees. 

□ paid additional fees under protest. 

O neither restricted nor paid additional fees, 

2. □ This Authority found that the requirement of unity of invention is not complied and chose, according to Rule 

68.1 , not to invite the applicant to restrict or pay additional fees. 

3. This Authority considers that the requirement of unity of invention in accordance with Rules 13.1 P 13.2 and 13.3 is 

□ complied with. 

□ not complied with for the following reasons; 

4. Consequently, the following parts of the international application were the subject of international preliminary 
examination in establishing this report: 

□ all parts. 

Kl the parts relating to claims Nos. 1-20. 

V. Reasoned statement under Article 35(2) wrth regard to novelty, inventive step or industrial applicability; 
citations and explanations supporting such statement 

1. Statement 

Novelty (N) Yes: Claims 1-20 

No; Claims 



Inventive step (IS) Yes: Claims 1-20 

No: Claims 
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Industrial applicability (IA) Yes: Claims 1-20 

No: Claims 



2. Citations and explanations 
see separate sheet 

VII. Certain defects in the International application 

The following defects in the form or contents of the international application have been noted: 
see separate sheet 

VIII. Certain observations on the international application 

The following observations on the clarity of the claims, description, and drawings or on the question whether the 
claims are fully supported by the description, are made; 
see separate sheet 
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Re Item IV 

Lack of unity of invention 

The claims 21-25 form a separate group of inventions because they do not contain the 
special technical features of claims 1-20 in the sense of Rule 13.2 PCT w.r.L a plasma 
separator stage incl. magnetic field means for converting uranium-bearing material into 
an ionised state and separating ionised parts from non-ionised parts in separate pro- 
duct streams. Hence the subject matter of claims 21-25 is not so linked to the subject- 
matter of claims 1-20 as to form a single general inventive concept as required by Rule 
13.1 PCT. 

In response to the invitation in accordance with PCT Article 34(3) and Rule 68.2 to re- 
strict or to pay additional fees the applicant neither restricted the claims nor paid addi- 
tional fees. 



Re Item V 

Reasoned statement under Article 35(2) with regard to novelty, inventive step or 
industrial applicability: citations and explanations supporting such statement 

The subject-matter of claims 1-20 define processes and apparatuses for treating, 
fluorinating or enriching a uranium containing feed material, wherein a plasma 
separator stage is used for converting said uranium material into an ionised state, the 
ionised parts being contained in a magnetic field to form a first product stream and the 
non-ionised parts being withdrawn from the magnetic field to form a second product 
stream. No prior art document discloses nor fairly suggests the combination of a 
plasma separator stage with the steps, resp, units of treating, fluorinating or enriching 
incL redirecting (feeding, recycling etc. of product streams) in the manner as set forth in 
claims 1-20 (processes according to independent claims 1 , 2 and 3 with preferred pro- 
cess embodiments in dependent claims 4-17; apparatuses for treating, fluorinating 
resp. enriching as defined in independent claims 18, 19 resp. 20). 
The claimed processes and apparatuses offer an alternative route which is less long 
and complicated than conventional systems for conv rting a variety of uranium and 
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other nuclear material containing feeds into useful products, including nuclear fuel 
grade materials. 

The subject-matter of claims 1-20 thus fulfills the requirements of Articles 33(2), 33(3) 
and 33(4) PCT. 



Re Item VII 

Certain defects in the international application 

A document reflecting the prior art described on pages 20 to 25 concerning plasma 
generator separators as depicted in fig. 5 and fig. 6, is not identified in the description 
(Rule 5.1 (a)(ii) PCT), The same remark applies to the AVLIS type enrichment device 
described on pages 25-26 (fig. 7). 



Re Item VIII 

Certain observations on the international application 

Although claims 1 and 2 (process), resp. 18 and 19 (apparatus), have been drafted as 
separate independent claims for treating or fluorinating a uranium containing feed, they 
appear to relate effectively to the same subject-matter and to differ from each other 
only with regard to the definition of the subject-matter for which protection is sought 
..and/or., in respect of the terminology used for the features of that subject-matter. The 
aforementioned claims therefore lack conciseness. Moreover, lack of clarity of the 
claims as a whole arises, since the plurality of independent claims makes it difficult, if 
not impossible, to determine the matter for which protection is sought, and places an 
undue burden on others seeking to establish the extent of the protection. 
Hence, claims 1,2, 18 and 19 do not meet the requirements of Article 6 PCT. 
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Moreover the following obscurities in respect of terminology are noticed in certain 
claims, which obscurities affect the clear definition of the scope of the related claims 
contrary to the provisions of Article 6 PCT: 

- a fluorine containing material (fed to a separator stage) in claim 2 is indefinite 

- a uranium containing (feed) material (introduced into a separator stage) in claim 3, 
which material should be different from the uranium containing feed material to be 
fluorinated according to claim 1, remains undefined and may give rise to ambiquity, in 
particular when regarded in relation to dependent claims 4 and 5. 

The subject-matter of claim 12 is confusing and apparently redundant, given that 
according to claim 2 the second product stream (predominantly fluorine) constitutes 
the fluorine gas being produced which is fed or recycled to the contacting/fluorinating 
stage. 

The wording "and/or" in claims 1,2 3 3 and 18,19,20 in respect of a plasma/ion generator 
of a separator stage is apparently not in compliance with the description related to fig- 
ures 5 and 6, where a plasma generator is apparently mandatory. 
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(57) Abstract 



The invention provides a series of techniques for processing uranium containing feed materials such as uranium ores, reprocessed 
uranium, uranium containing residues and uranium containing spent fuel. The processes described involve fluorination of uranium containing 
material, separation of the uranium containing material from other materials based on ionisation thereof with the non— ionised fluorine 
containing material being recycled. Metallic uranium and/or plutonium and/or fission products may result. The technique offers advantages 
in terms of the range of materials which can be reprocessed and a reduction in the number of complexity of stages which are involved in 
the process. 
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IMPROVEMENTS IN AND RELATING TO PROCESSING MATERIALS 

This invention concerns improvements in and relating to 
processing of materials/ particularly, but not exclusively to 
the processing of nuclear fuel materials, materials involved 
in the nuclear fuel cycle and materials involved in the 
nuclear fuel industry . 

The production of fuel grade nuclear fuel is a long and 
complicated process. For instance, starting from mined 
uranium ore, in general terms the process involves taking the 
ex-mine grade material and gradually converting and enriching 
it until it is in a form and of a grade suitable for the 
production of fuel pellets. 

Prior art systems for converting the ore into material 
suitable for enrichment, by physical or chemical means, have 
almost invariably involved a series of wet chemical 
techniques. For instance, the initial uranium oxide is 
concentrated in a uranyl nitrate hexahydrate based stage; 
with a de-nitration stage to convert the material into U0 3 ; 
this is then reduced to convert the U0 3 to U0 2 ; with a hydro- 
f luorination stage to form UF^ and further fluorination 
subsequently UF 6/ which is fed to the enrichment procedures 
used. 

Similar complex chemical and physical steps, generally 
involving wet chemistry, are used in the recycling of spent 
fuel and other uranium containing feeds. 

The present invention aims to provide an alternative 
route for converting a variety of uranium and other nuclear 
material containing feeds into a variety of products, 
including fuel grade materials. 

According to a first aspect of the invention we provide 
a process for treating a uranium containing feed material, 
the process comprising :- 
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contacting the uranium containing material with 
fluorine gas, the fluorine reacting with the uranium 
containing material to give uranium fluoride; 

feeding the uranium fluoride to a separator stage, the 
separator stage converting the uranium fluoride into a plasma 
and/or ionised form, at least part of the uranium being 
ionised and at least part of the fluorine being non-ionised, 
the ionised parts being contained in a magnetic field to form 
a first product stream, the non-ionised parts being withdrawn 
from the magnetic field to form a second product stream; 

the second product stream being recycled to the 
fluorine gas and uranium containing material contact stage. 

The uranium containing feed material may be a uranium 
ore. The ore may be ex-mined and/or higher uranium content. 

The uranium containing feed material may be uranium 
and/or uranium oxide from the reprocessing of uranium and/or 
uranium containing material previously used in the nuclear 
fuel cycle. 

The uranium containing feed material may be uranium 
containing residues from one or more processes, for instance 
enrichment process streams, including waste or by-product 
streams thereof. 

The uranium containing feed material may be spent fuel 
from a nuclear reactor. The spent fuel may contain fission 
products and/or plutonium isotopes, as well as uranium. 

One or more of the above mentioned feed types may be 
fed to the process simultaneously. 

The uranium fluoride produced may be mixed fluoride 
forms, but preferably the predominant uranium fluoride is 
uranium hexaf luoride . 

A material removal stage may be provided prior to the 
separator stage. Uranium fluoride, particularly uranium 
hexaf luoride may be removed from the process at this stage. 
The uranium fluoride may be fed to an enrichment process 
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and/or be stored and/or transported to a remote location 
and/or sold. Impurities may be removed from the process, 
particularly where the uranium containing feed material is 
uranium ore, at this stage* The impurities may be removed as 
f luorinated impurities . 

The separator stage may be provided according to the 
details provided below. 

The first product stream may comprise uranium metal. 
The uranium metal may be used to produce MAGNOX fuel. The 
uranium metal may be fed to a subsequent process, for 
instance an enrichment process. The enrichment process may 
be an AVLIS and/or other metal based enrichment process. The 
enrichment process may be provided according to the details 
provided below. The first product stream, particularly where 
a spent fuel feed is involved, may comprise uranium and/or 
Plutonium and/or fission products in elemental form. The 
elemental form may be used as a storable form of the spent 
fuel material. 

The second product stream is preferably predominantly 
fluorine. The fluorine may be in atomic form, but is 
preferably allowed to return to molecular form, F 2 . 

The second product stream may be processed prior to 
feeding to the fluorine/uranium containing material contact 
stage. The process may comprise cleaning the fluorine to 
remove other species. The level and/or amount of fluorine in 
the second product stream may be increased prior to feeding 
to the fluorine/uranium containing material contact stage 
from an external source. The external source may be provided 
according to the third aspect of the invention. 

According to a second aspect of the invention we 
provide apparatus for treating a uranium containing feed 
material, the apparatus comprising :- 
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a first unit in which the uranium containing material 
is contacted with fluorine gas, the fluorine reacting with 
the uranium containing material to give uranium fluoride; 

a second unit forming a separator stage to which the 
uranium fluoride is fed, the separator stage including a 
plasma and/or ion generator to convert the uranium fluoride 
into a plasma and/or ionised form, at least part of the 
uranium being ionised and at least part of the fluorine being 
non-ionised, the separator stage further including magnetic 
field generating means to form a magnetic field to contain 
the ionised parts and form a first product stream, the 
separator stage still further including means for removing 
non-ionised parts from the magnetic field, the non-ionised 
parts being withdrawn from the magnetic field to form a 
second product stream; 

the second product stream being recycled to the first 
unit in which the fluorine gas and uranium containing 
material are contacted. 

According to a third aspect of the invention we provide 
a process for fluorinating a uranium containing feed 
material, the method comprising: 

contacting the uranium containing material with 
fluorine gas, the fluorine reacting with the uranium 
containing material to give uranium fluoride; 

the fluorine gas being produced by feeding a fluorine 
containing material to a separator stage, the separator stage 
converting the fluorine containing material into a plasma 
and/or ionised form, at least part of the non-fluorine part 
of the feed being ionised and at least part of the fluorine 
part of the feed being non-ionised, the ionised parts being 
contained in a magnetic field to form a first product stream, 
the non-ionised parts being withdrawn from the magnetic field 
to form a second product stream; 
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the second product stream being fed to the fluorine gas 
and uranium containing material contact stage. 

The uranium containing feed material may be provided as 
defined in the first aspect of the invention. The uranium 
fluorides produced may be as defined in the first aspect of 
the invention. 

The fluorine containing material may be a material from 
the nuclear fuel production process. Preferably the fluorine 
containing material is a uranium fluoride, and more 
preferably uranium hexaf luoride . Ideally the uranium 
fluoride is depleted in 23? U, and is still more preferably UF 6 
which is depleted in 2,5 U. The UF, may be a feed from another 
process and/or another part of the same process and/or a feed 
from a stored source of UF K . 

The first product stream preferably contains uranium, 
and in particular depleted uranium. The first product stream 
may be used as a storable form of depleted uranium. 

Preferably the second product stream supplements 
fluorine being recycled from a separator according to the 
process of the first aspect of the invention. 

According to a fourth aspect of the invention we 
provide apparatus for fluorinating a uranium containing feed 
material, the apparatus comprising: 

a first unit in which the uranium containing material 
is contacted with fluorine gas, the fluorine reacting with 
the uranium containing material to give uranium fluoride; 

a second unit forming a separator stage, the fluorine 
gas being produced in the separator stage by feeding a 
fluorine containing material to the separator stage, the 
separator stage including a plasma and/or ion generator to 
convert the fluorine containing material into a plasma and/or 
ionised form, at least part of the non-fluorine part of the 
feed being ionised and at least part of the fluorine part of 
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the feed being non-ionised, the separator stage further 
including magnetic field generating means, the ionised parts 
being contained in a magnetic field produced by the magnetic 
field generating means, to form a first product stream, the 
separator stage still further including means to remove non- 
ionised part from the magnetic field, the non-ionised parts 
being withdrawn from the magnetic field to form a second 
product stream; 

the second product stream being fed to the first unit 
in which fluorine gas and uranium containing material are 
contacted. 

According to a fifth aspect of the invention we provide 
a process for enriching a uranium containing feed material, 
the process comprising : 

introducing the uranium containing material to a 
separator stage, the separator stage converting the uranium 
containing material into a plasma and/or ionised form, at 
least part of the uranium being ionised and at least part of 
the non-uranium part of the feed being non-ionised, the 
ionised parts being contained in a magnetic field to form a 
first product stream, the non-ionised parts being withdrawn 
from the magnetic field to form a second product stream; 

the first product stream being fed to an enrichment 
stage, the enrichment stage applying one or more frequencies 
of electromagnetic radiation to the first product stream, the 
one or more frequencies being chosen to selectively ionise 
one or more components of the first product stream, the 
selectively ionised components being separated from the 
selectively non-ionised components to form third and fourth 
product streams respectfully. 

The uranium containing feed material may be provided 
according to the feed materials of the first aspect of the 
invention, but it is preferred that the uranium containing 
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feed material be one or more uranium fluorides and in 
particular uranium hexaf luoride . 

The separator may be provided as detailed below. 

Preferably the first product stream predominantly 
contains the uranium of the feed material. Preferably the 
second product stream predominantly contains the non-uranium 
part of the feed material and particularly the lower atomic 
mass components. 

The first product stream, and particularly the uranium 
therein, may be fed to the enrichment stage in still ionised 
form. Preferably, however, the first product stream, and 
particularly the uranium therein, and still more particularly 
the 238 uranium therein, is neutralised prior to the enrichment 
stage. The first product stream, and particularly the 
uranium therein, is preferably fed to the enrichment stage in 
gaseous and/ or vapour form. 

Preferably the one or more frequencies of 
electromagnetic radiation applied are selected to ionise the 
23 *U containing components in preference to the 238 U containing 
components . 

The components may be molecules, such as UF 6 , 
incorporating the respective isotopes of uranium, but are 
preferably the atomic form of the isotopes themselves. 

The third product stream may be separated from the 
fourth product stream by electrostatically attracting the 
third product stream to a collection location. The fourth 
product stream is preferably collected at a separate 
location . 

Preferably the third product stream is enhanced in one 
or more isotopes, ideally - 35 U, relative to the first product 
stream. Preferably the fourth product stream is depleted in 
the said one or more isotopes, ideally 235 U, relative to the 
first product stream. 

The third and/or fourth product streams may be subject 
to further processing. 
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According to a sixth aspect of the invention we provide 
apparatus for enriching a uranium containing feed material, 
the apparatus comprising : 

a first unit, forming a separator stage, into which the 
uranium containing material is introduced, the separator 
stage including a plasma and/or ion generator to convert the 
uranium containing material into a plasma and/or ionised 
form, at least part of the uranium being ionised and at least 
part of the non-uranium part of the feed being non-ionised, 
the separator stage further including magnetic field 
generating means for producing a magnetic field, the ionised 
parts being contained in the magnetic field to' form a first 
product stream, the separator stage still further including 
means to remove non-ionised parts from the magnetic field, 
the non-ionised parts being withdrawn from the magnetic field 
to form a second product stream; 

a second unit, forming an enrichment stage to which the 
first product stream is fed, the enrichment stage including a 
source of electromagnetic radiation, preferably a laser, so 
as to apply one or more frequencies of electromagnetic 
radiation to the first product stream, the one or more 
frequencies being chosen to selectively ionise one or more 
components of the first product stream, the. enrichment stage 
further including means to separate the selectively ionised 
components from the selectively non-ionised components to 
form third and fourth product streams respectfully. 

According to a seventh aspect of the invention we 
provide a process for purifying a uranium containing 
material, the process comprising: 

feeding a uranium containing material to an enrichment 
stage, the enrichment stage applying one or more frequencies 
of electromagnetic radiation to the feed thereto, the one or 
more frequencies being chosen to selectively ionise one or 
more components of the feed thereto, the selectively ionised 
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components being separated from the selectively non-ionised 
components to form third and fourth product streams 
respectfully; 

one or both of the product streams being fed to a 
fluorinating stage in which the uranium containing material 
in the product stream is contacted with fluorine gas, the 
fluorine reacting with the uranium containing material to 
give uranium fluoride; 

the fluorinated uranium and other components of the 
product stream being fed to a separation stage in which the 
uranium fluoride is separated, to give a fifth product 
stream, from one or more other components of the product 
stream which forms a sixth product stream. 

Preferably the uranium containing material fed to the 
enrichment stage is atomic uranium, preferably in gaseous 
and/or vapour form, preferably in non-ionised form. 

Preferably the enrichment stage enriches the material 
fed to it in the manner of the fifth aspect of the invention 
detailed above . 

The fourth product stream may be fed to the 
fluorinating stage, but it is particularly preferred that the 
third product stream is so fed. 

Preferably the uranium fluoride produced is as detailed 
in the first aspect of the invention above. 

The other components of the product stream may be one 
or more other metals, and in particular may be iron. 
Preferably the iron is also fluorinated in the fluorination 
stage . 

The uranium fluoride may be separated from the one or 
more impurities, preferably also in fluoride form, based on 
differences in volatility, and most preferably the higher 
volatility of the uranium fluoride, ideally uranium 
hexaf luoride . The fifth and/or sixth product streams may be 
subjected to further processing. 
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According to an eighth aspect of the invention we 
provide apparatus for purifying a uranium containing 
material, the apparatus comprising: 

a first unit forming an enrichment stage to which a 
uranium containing material is fed, the enrichment stage 
including a source of electromagnetic radiation, preferably a 
laser, to apply one or more frequencies of electromagnetic 
radiation to the feed thereto, the one or more frequencies 
being chosen to selectively ionise one or more components of 
the feed thereto, the enrichment stage further including 
means to separate the selectively ionised components from the 
selectively non-ionised components to form third and fourth 
product streams respectfully; 

a second unit forming a fluorinating stage, to which 
one or both of the product streams are fed in which the 
uranium containing material in the product stream is 
contacted with fluorine gas, the fluorine reacting with the 
uranium containing material to give uranium fluoride; 

a third unit forming a separation stage, the 
fluorinated uranium and other components of the product 
stream being fed to the separation stage in which the uranium 
fluoride is separated, to give a fifth product stream, from 
one or more other components of the product stream which 
forms a sixth product stream. 

The various aspects of the invention detailed above may 
be combined with one another. For example the fluorine 
production process of the third aspect of the invention may 
be used to contribute to the fluorine requirements of the 
fluorinating stage of the first aspect of the invention. 
Similarly the fluorine production process of the third aspect 
of the invention may be used to contribute to the fluorine 
requirements of the fluorinating stage of the seventh aspect 
of the invention. It is also possible for the separator of 
the first aspect of the invention and the fifth aspect of the 
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invention to be one and the same, with the first product 
stream from the separator going to the enrichment stage. 
This combined process could also use the third aspect of the 
invention to contribute to its fluorine requirements in the 
fluorinating stage. Additionally it is also possible, with 
or without the separator of the first aspect as the separator 
of the fifth aspect too, for the enrichment stage of the 
fifth aspect to be one and the same as the enrichment stage 
of the seventh aspect of the invention. The first, third, 
fifth and seventh aspects of the invention may all form a 
single process. 

The feed may be introduced to the magnetic field as a 
gas, liquid, solid or mixture of states. A gas feed to the 
magnetic field is preferred. 

The feed may be introduced to the plasma generation 
means as a gas, liquid, solid or mixture of states. 

The feed may be introduced to the ionisation means as a 
gas, liquid, solid or mixture of states. A gas feed to the 
ionisation means is preferred, particularly where a plasma 
generator is not also provided. 

The feed may be provided in gaseous form by boiling 
and/or evaporation and/or sublimation of a solid or liquid 
initial feed. The conversion to gaseous state may be 
effected by a furnace, microwave heater or other form of 
heater means. Preferably the gas is introduced prior to 
ionisation. 

Preferably all, or substantially all, of a given 
component is ionised. Preferably all, or substantially all, 
of a given component is not ionised. 

Preferably some or all metallic elements present in 
said feed are ionised. The ionisation of metallic elements 
with an atomic weight greater than 90 is particularly 
preferred. Preferably some or all non-metallic elements in 
said feed are not ionised. Preferably all elements with an 
atomic weight below 90, most preferably below 70 and ideally 
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below 60, are left in non-ionised form. It is particularly 
preferred that elements such as uranium and/or plutonium 
and/or thorium and/or gadolinium are ionised. It is 
preferred that elements such as hydrogen and/or fluorine 
and/or oxygen and/or nitrogen are not ionised. Preferably 
boron is not ionised. Preferably fission products are not 
ionised. 

The ionisation of the components may be caused by the 
temperature of the plasma. Additionally or alternatively the 
ionisation of the components may be caused by the interaction 
of the components with high energy electrons produced by 
electron cyclotron resonance. 

The extent of ionisation and/or components ionised may 
be controlled by the energy input of and/or residence time in 
the electron cyclotron resonance unit. 

Preferably the ionisation is controlled by the level of 
energy input. The level of energy input may be controlled by 
controlling the temperature of the plasma. Preferably the 
energy input is not selective between components of the feed. 
In this way all of the components of the feed are preferably 
raised to the same energy level. Preferably the ionised and 
non-ionised feed components are in equilibrium with one 
another for the prevailing conditions. 

The feed material may be converted to a gas and fed to 
an ECR unit for ionisation. A furnace heater or evaporator 
may be used to convert the solid or liquid feed to gaseous / 
vapour form. 

In a particular embodiment, therefore, the plasma may 
convert the feed materials to discrete atoms and electron 
cyclotron resonance may subsequently give rise to at least 
partial ionisation, preferably of a selective nature. 

Preferably the feed is provided in molecular form and 
selectively separated as discrete atoms and/or elemental 
forms from ionised discrete atomic forms and/or elemental 
forms. This renders the technique applicable to a wider 
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variety of materials than are possible with elemental feed 
and separation in elemental form or molecular feed followed 
by separation in molecular form. 

The temperature of said plasma may be controlled to 
provide selective ionisation of the components in the desired 
way. Thus the plasma may ionise some components in the feed 
but leave other components, such as fission products and/or 
non-metallic elements, un-ionised. 

Preferably said plasma is provided at 3000 to 4500K. 
Preferably said plasma is generated by microwave or radio 
frequency means. Preferably the plasma in the generator is 
operated at between 1000 and 10000 Pa. A value of 2000 +/- 
10% is preferred. 

Additionally or alternatively the residence time of the 
feed within the plasma prior to the separation may be 
controlled to provide selective ionisation of the components 
in the desired way. 

Preferably the feed is introduced into the containing 
magnetic field in un-ionised form. Preferably the partial 
ionisation process occurs within the magnetic field on an 
uncharged gas. The gas may be in molecular and/or atomic 
form. 

The magnetic field may be configured to define a 
cylindrical active volume in which the plasma/ions are 
processed. Preferably the plasma/ions pass along the axis of 
this containment area from the plasma generation and/or 
ionisation means to the next, separation, stage. 

Preferably the separation of ionised and un-ionised 
components is affected by removing the un-ionised component 
from the plasma, most preferably as a gas. The un-ionised 
components may be pumped away from the ionised component. 
The ionised component is contained and hence restrained by 
the magnetic field. 

The separation of ionised from non-ionised components 
may be effected in a number of stages. Preferably the stages 
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are discrete from one another. The stages maybe separated 
from one another by a baffle provided with an aperture. 
Preferably the aperture is entirely within the containment 
area of the magnetic field. Preferably one or more of the 
stages are operated at different pressures to one or more 
other stages. The pressure level may be maintained by the 
pumping level employed. Preferably the pressure in one or 
more stages near to the inlet is higher than one or more 
further away from the inlet. Preferably the pressure 
decreases for each zone relative to the preceding stage 
nearer the inlet. Preferably the pressure in each stage is 
30% to 60% of that in the preceding stage, progressing away 
from the inlet. 

Preferably three stages are provided. Each stage may 
be between 0.5 and 2m in length. 

Preferably the first stage is operated at between 10 
and 50 Pa. A level of 40 Pa +/- 10% is preferred. 

Preferably the second stage is operated at between 5 
and 20 Pa. A level of 16 Pa + /- 10% is preferred. 

Preferably the third stage is operated at between 2 and 
10 Pa. A level of 7 Pa +/- 10% is preferred. 

The separated un-charged components may be recycled for 
subsequent use and/or subjected to further processing. This 
may include further selective ionisation and / or selective 
processing to separate different components. 

The separated charged components are preferably still 
contained in a magnetic field. The separated charged 
components may be subjected to further processing including 
selective de-ionising; de-ionising followed by further 
selective ionisation; or other selective processing to 
separate different components. 

The enrichment stage referred to in the above mentioned 
aspects may have one or more of the following features. 

The enrichment stage may be evacuated, for instance to 
10"* torr or less. 
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The electromagnetic radiation may be applied by one or 
more laser beams and/or one or more lasers. Preferably the 
selective ionisation generated is photoionisation . 
Ionisation and/or excitation may occur in one or more stages, 
preferably with different frequencies selected for different 
stages . 

The separation of ionised and non-ionised components 
may be effected by electrostatic attraction of the ionised 
species to a collection location, such as one or more 
collection plates. More preferably the ionised and non- 
ionised components are separated by deflecting the ionised 
components using a magnetic field. 

Various embodiments of the invention will now be 
described, by way of example only, and with reference to the 
accompanying drawings in which: - 

Figure 1 illustrates a first embodiment of the 

invention for producing purified uranium containing 

materials ; 

Figure 2 illustrates a modification to the 
process of Figure 1 for introducing fluorine to the 
circuit ; 

Figure 3 illustrates a modified circuit for 
processing spent fuel materials; 

Figure 4 illustrates a further embodiment of the 
invention; 

Figure 5 illustrates one embodiment of a 
separator stage suitable for use in the process routes 
of the invention; 

Figure 6 illustrates an alternative embodiment of 
a separator suitable for use in the process routes of 
the invention; and 

Figure 7 illustrates an enricher suitable for use 
in the process routes of the present invention. 
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Figure 1 illustrates a direct fluorination stage 2 in 
which the metallic components of interest are fluorinated 
followed by a fluorine / metal separation stage 4 to give 
rise to a variety of potential product forms and fluorine 
which is recycled through stage 6 back to the direct 
fluorination stage. This system can be used for a variety of 
potential feeds with a variety of intended product forms. 

Uranium Ore Concentrate Feed 

The process offers the potential for feeding uranium 
ore concentrate from stage 8 into the direct fluorination 
stage 2 where the uranium oxide is converted to uranium 
fluoride, principally UF< ;/ by the introduction of fluorine. 
The UF 6 then passes to a cleaning stage 10 at which point a 
variety of impurities present in the ore concentrate can be 
removed, in various forms, again including principally 
fluorinated forms. These form waste stream 12. It is also 
possible at this stage to tap from the process UF- for sale 
or use in other processes, product stream 14. 

As part of the intended process, however, a substantial 
portion of UF 6 continues from cleaning stage 10 to separation 
stage 4. In the separation stage 4, which is discussed in 
more detail below, the uranium and other metal species are 
separated from the fluorine and other low atomic weight 
materials. The fluorine returns as stream 16 to stage 6 for 
subsequent feed back to the direct fluorination stage 2. The 
level of fluorine in the system can be topped up from a 
fluorine source 18 which feeds to stage 6 also. 

It is a major advantage of the present technique that 
the expensive fluorine is used for the separation of uranium 
from other impurities in the ore, but that the fluorine is 
recovered and recycled back to the fluorination stage 2 for 
subsequent re-use. A substantially closed circuit with 
regard to the fluorine is thus provided. 
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The metallic product stream from stage 4 may form 
product stream 20 to subsequent processing, discussed in more 
detail below, or alternatively may form a uranium metal 
product stream 22, for instance for use as a magnox fuel. 

Re-processed Uranium Feed 

The system outlined above with reference to Figure 1, 
can equally well be used with a feed from stage 24 consisting 
of re-processed uranium, predominantly U0 3 . The re-processed 
uranium is obtained from a variety of potential sources, 
including uranium extracted from spent fuel rods. 

Once again, the uranium oxide is fed to a direct 
fluorination stage for conversion to UF 6 . Once again, it 
will be possible to remove a product stream 14 consisting of 
UF 6 , the uranium being re-processed uranium. 

The impurity removing stage 10 may or may not be 
necessary for re-processed uranium feed. 

Once again, in separation stage 4 the uranium is split 
from the fluorine with the fluorine being recycled. The 
uranium then either passes to further processing, for 
instance to enrich it, or alternatively is used for the 
production of magnox fuel. 

Uranic Residue Feeds 

A variety of existing processes linked to the 
production of uranium fuels produce residue streams which 
require processing. These streams generally consist of 
uranium in oxide form and as a consequence, such streams 2 6 
are adapted to feeding to the fluorination stage 2 in the 
process outlined above. Once again, the uranium can be 
extracted for subsequent further processing as desired. 

Fluorine Replenishment Route 

Particularly with regard to the processing of uranium 
ore concentrates, where fluorinated impurities are removed 
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from the process in stage 10, it is necessary to add fluorine 
to the circuit to replace the fluorine which is lost with 
these impurities. The fluorine can come from a variety of 
sources, but a preferred production route is outlined in 
Figure 2 . 

Figure 2 illustrates the fluorine source stage 6 to 
which fluorine is fed from the separation stage as stream 16 
and is fed back to the fluorination stage 2. The top up 
fluorine is introduced into this stage 6 from stream 28. 

The feed stage 30 for this part of the process provides 
a source of UF 6 and it is particularly preferred that this be 
the depleted stream of UF* arising from the existing 
enrichment techniques and / or stockpiles of depleted UF 6 
historically produced. Depleted UF e; generally consists 
predominantly of 23 *UF<, from which the vast majority of 235 UF 6 
has been removed in enrichment processes. 

The UF 6 feed from stage 30 is fed to separation stage 
32, which is preferably of a similar type to the separation 
stage 4 outlined above in Figure 1, and discussed below in 
more detail. 

The separation stage 32 produces the desired stream of 
fluorine, 28, to feed into the fluorine circuit and separate 
product stream 34. Preferably the product stream 34 is 
uranium metal which is a more suitable form for long term 
storage than UF 6 . This is particularly so where the metal is 
depleted uranium, predominantly in J '*U form. 

Spent Fuel Feed 

A variation on the technique, for addressing spent fuel 
feed materials, is outlined in Figure 3. 

Spent fuel, generally comprising of uranium oxide, 
fission products and plutonium oxides, is introduced at stage 
36 and forms the feed to a direct fluorination stage 2. The 
UF C produced and other fluorinated metals are' then fed to the 
separation stage 4. 
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Given the nature of the feed materials and the desired 
product forms, impurities are not generally removed from this 

process route. 

As before, the fluorine is recycled back from stage 4 
to the direct fluorination stage 2 through stage 6. The 
products pass on from stage 4 for subsequent handling. The 
products may form a feed 20 to a subsequent processing stage, 
or alternatively may form a product form in themselves, 
stream 38, 

A particularly preferred product stream 38 is a mixture 
of uranium, plutonium and fission products all in metallic 
form. This product form is intended for long term storage 
and represents a considerably improved storage form compared 
with the material still within a fuel rod or fuel assembly. 
Not only is the actual form in which the material is present 
improved, but also the volume of that material is reduced by 
a factor of 2.5 or so compared with its volume in the actual 
assembly and additionally the volume of the assembly itself 
is removed from needing storage. An overall reduction factor 
of 20 or so in the volume which needs to be stored can be 
achieved as a result. Another beneficial property of this 
product form for storage is that uranium metal is a good 
gamma shield, and as a consequence the material has a self- 
shielding function against the gamma emissions arising from 
the fission products contained therein. 

Treatment of Enriched Product 

As illustrated in Figure 4, a number of enrichment 
processes, stage 40, including AVLIS, stage 40 provide 
enriched forms of uranium in metallic or oxide form. This 
stream 42 frequently contains iron or other impurities which 
it is desirable to remove before further processing of the 
uranium occurs. 

In the process route illustrated in Figure 4 the 
uranium and iron containing stream 42 is fed to a direct 
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fluorination stage 44, the fluorine for which is fed from 
source stage 46. 

It is particularly preferred that the source stage 46 
be a separator of the general type outlined in Figure 1 above 
as separator stage 4, and / or in Figure 2 above as separator 
stage 32. Once again, it is particularly preferred that the 
feed material 48 to this stage comprise UF 6 tails and 
particularly depleted UF 6 . Again, as well as the useful 
fluorine feed to the fluorination stage 44, a more readily 
storable and / or handleable product form 50 is produced. 

The uranium hexaf luoride, iron fluoride and other 
fluorides produced in the direct fluorination stage can be 
separated in separator stage 50 based on their differing 
volatilities. Thus, the relatively volatile UF 6 can be 
removed as a product stream 52 for subsequent further 
processing, for instance fabrication, whereas the iron 
fluoride impurity can be removed as a product stream 54 for 
subsequent disposal . 

Separator Stage 

A suitable separator stage, suitable for use in the 
various embodiments of the present invention is illustrated 
in Figure 5. 

The feed stream 200 passes through a plasma generator 
202 which rapidly heats the feed material to around 4000K. 
The plasma generator 202 may be a microwave or RF type plasma 
generator and the control of the plasma temperature can 
readily be provided in this way. 

Conducting solenoids in array 206 and 216 produce a 
high intensity magnetic field whose lines of force are 
schematically represented 204. The plasma generator and 
magnetic field are configured such that the components of the 
feed which are ionised are already within the confines of the 
magnetic field. The conducting solenoids are set to produce 
a field intensity in excess of 0.1 Tesla. 
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As a consequence of the highly elevated temperature of 
the feed stream 200 following its passage through the plasma 
generator 202, the components of the feed stream 200 break 
down into their component atoms. This facilitates processing 
of the feed material according to its individual atomic make 
up rather than needing an elemental feed or processing the 
feed only according to differences between the molecules • 
At the temperature of the plasma, uranium atoms and 
other high atomic mass components become charged, U+ for 
instance. The lower atomic mass components, however, 
principally fluorine in this case, remains uncharged. Both 
the ionised and uncharged species are in gaseous form. 

By virtue of their charge, the uranium ions are 
contained by the magnetic field and pass onward through the 
array of solenoids to form product stream 224. The uncharged 
nature of the fluorine atoms, however, allows them to move 
freely and unfettered by the magnetic field, and as a 
consequence they can be removed as process stream 214 by 
vacuum pumps or other suitable means. Once clear of the 
uranium ions, the fluorine can be allowed to fall back in 
energy and so recombine as F 2 . 

As a consequence of this separating stage, therefore, 
the uranium has been separated from the low atomic weight 
elements in the feed liquor and the uranium can be sent for 
subsequent processing or use. 

The nature of the selective ionisation which occurs 
within the separator is important. The ionisation occurs as 
a result of the overall energy level of the system. Thus, 
the species which are ionised under the prevailing conditions 
and the species which are not are determined by the 
equilibrium state for those species under those conditions. 
The selective ionisation contained, therefore, is stable and 
long lasting so allowing the separation to be carried out 
effectively without pressure of time. 
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If the energy is introduced into the system such that 
it is selectively taken up by one species rather than one or 
another species, then the selective ionisation which is 
obtained is less useful. In this situation, collisions 
between the ionised and non-ionised species would result in 
energy transfer and hence a potential change in the state and 
/ or charge of that species. This places a substantial time 
pressure on the speed of any separation which must be 
informed as otherwise the selectivity is lost. Additionally, 
such ionisations need to be carried out at low densities of 
material as otherwise collisions become too dominant for 
selectivity to occur. 

The equilibrium state outlined for the present 
invention, however, can allow collisions between species to 
occur without any detriment to the selectivity of the 
process. As a consequence, a far higher throughput of 
material is possible. 

An alternative separator which can be used is 
illustrated in Figure 6. Once again, the description of the 
device will be made in relation to separating uranium from 
uranium hexafluoride feed, but other applications can readily 
be made for this apparatus. 

The uranium hexafluoride feed liquor is introduced in 
stream (300) as a vapour. The feed is rapidly converted to a 
plasma by a radio frequency plasma generator (302) . The 
plasma generator operates at 2KPa in order to ensure 
essentially equilibrium ionisation levels for the desired 
components of the feed due to high levels of collisions. 

Contact parts within the plasma generator may be formed 
from ceramic fluorides in order to give the necessary 
physical properties to withstand the conditions involved. 
The system may employ copper surface which is cooled by 
contact with water containing tubes. The water flow is used 
to lower the temperature of the copper walls and gives rise 
to condensation of the uranium fluoride forms on the walls. 
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This chemically and thermally insulates the copper. 
Eventually an equilibrium state develops with a given 
thickness of the uranium fluoride deposited on the wall. A 
self-lining effect is thus provided. 

The plasma generated exits the generator (302) through 
nozzle (304) and is contained by magnetic field, 
schematically illustrated (306) . An approximately 30mm 
radius nozzle is used to maintain the pressure within the 
plasma generator (304) and to give the desired flow rate. 

On leaving the plasma generator and entering zone 1 
(308) the plasma will expand giving rise to cooling. 
However, the work done against the magnetic field by the 
uranium ions will result in partial re-heating. If 
appropriate additional energy can be introduced into the 
plasma during its subsequent progress through the apparatus 
to maintain the temperature at a level on which the desired 
components remain ionised. This energy may be provided by 
radio frequency means. The desired selectivity based on an 
equilibrium is thus maintained. 

The beam of material leaving the plasma generator tends 
to fan out as the distance from the plasma generator 
increases . 

The barriers (310, 312) defining the various zones take 
this expansion into account in their selected aperture 
diameters . 

The containing field is approximately 0.1 tesla in 
strength. Such levels can be provided by conventional 
electro magnetics although super conducting magnets may be 
employed. A magnetic field of this strength confines the 
uranium ions to a radius of 180mm or so following a travel 
distance of 3m from the nozzle. The zones / stages are each 
lm in length. The radius of the expanding beam is 
approximately proportional to the fourth route of the 
distance travelled . 
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Within zone 1 (308) outlets (314) to a vacuum pump, not 
shown, are provided. These allow first waste streams to be 
drawn off from the apparatus, the waste streams comprising 
non-charged material, principally fluorine. Aluminium may be 
used for the waste stream lines. 

The pressure in zone 1 is around 13Pa and during its 
travel through that zone the fluorine pressure in the 
material beam reduces substantially to that pressure. The 
excess fluorine over this is pumped off through outlets (314) 
using commercially available pumps. 

The reduced fluorine content beam then passes into zone 
2 (316) through the gap (318) in barrier (310)'. 

The second zone (318) is operated at a lower pressure 
than the first, approximately 5Pa and once again the fluorine 
content in the beam reduces towards this pressure as the 
material passes through the zone. 

The beam then passes into zone 3 (320) through gap 
(322) in barrier (312) . 

This zone is again operated at a still lower pressure, 
approximately 2Pa, with the excess fluorine being pumped off 
through outlets (324). 

The significantly depleted fluorine beam then passes on 
to outlet (326) for subsequent handling. 

The ionised, gaseous uranium may be contacted with a 
grid of some description to discharge the charge and reduce 
the energy of the uranium to a state in which it is solid or 
liquid. The introduction of chemical materials to effect a 
quenching and/or cooling action may be considered. In this 
regard the use of inert gases to cool the uranium may be 
preferred so that a chemical combination with the gases does 
not occur. Metallic uranium arises as a result. The uranium 
may be cooled sufficiently to provide it as a solid or 
alternatively may only be partially cooled to leave it in 
liquid form. 
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The fluorine remaining in the uranium product stream 
(326) may be readily volatised, as a uranium fluoride, from 
the bulk of the uranium product and recycled. When the 
uranium is collected as a liquid the separation may 
conveniently be carried out in situ. The volatised UF will 
largely be converted to UF 6 which can be recycled. 

Provision for collecting fluorine released from the 
liquid by off gassing may be provided. 

For a 12kg uranium per hour feed a 5.7kg/hr fluorine 
feed arises. Of this fluorine 3.6kg/hr is expected to be 
pumped off from zone 1; 1.3kg/hr pumped off from zone 2; 
0.5kg/hr pumped off from zone 3; and 0.3kg/hr to remain in 
the uranium product stream (326) . Off gassing of the 
fluorine from this product as UF, and / or UF 4 results in a 
very pure uranium product, ie, a fluorine content in the 
parts per million range. 

Uranium Enrichment Stage 

Enrichment of uranium, to increase the portion of 235 U, 
may be effected through a variety of techniques. For 
instance, the UF 6 produced by the direct fluorination stage 2 
of Figure 1 may be removed from the process at stage 10 and 
be feed to an integral enrichment process and/or an 
enrichment process at a remote location following 
transportation. The enrichment process may be based on gas 
centrifuging and/or gaseous diffusion separation and/or 
thermal diffusion based separation. 

It is preferred, however, that the uranium exiting 
separator stage 4 be fed as product stream 20 direct to a 
subsequent enrichment stage. 

AVLIS, atomic vapour laser isotope separation, offers a 
particularly preferable form of enrichment. An AVLIS type 
enricher rendered suitable for use in the present invention 
is illustrated in Figure 7. The enricher 70 consists of a 
vessel 72 into which a feed stream is introduced along 
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passage 74. The vessel 72 is evacuated using pump 76 to a 
low pressure, generally less than 10~* torr. 

Where the enricher 70 follows a separator 4, as 
illustrated in Figure 1 or 3, then the feed is generally 
uranium metal in atomic vapour form. 

Where the enricher 70 is followed by a direct 
fluorination stage 44, as illustrated in Figure 4, then the 
feed may be atomic vapour from a previous stage (such as a 
separator of the above mentioned type) or the enricher may be 
provided with capability to convert the feed into an atomic 
vapour form. This facility may be provided (not shown) by 
inductive heating and/or resistive heating and/or electron 
beam application. 

Once introduced into the vessel 72 the feed stream 78 
contacts laser radiation 80 introduced from a laser through 
window 82 in the vessel 72. The frequency or frequencies of 
the radiation are carefully selected such that they cause 
photoionisation of one set of isotopes, but not of the other 
set of isotopes. In the case of uranium, the frequency is 
generally selected to excite - 3 *U, but not 2 - 8 U. 

Once converted to an ionised form, the ions are 
electrostatically attracted to collection plates 84. The 
enriched material collected can be periodically or 
continuously removed from the collector plates 84. The non- 
ionised forms are not attracted to the charged plates 84 and 
h ence continue to separate collector 86. 

The enriched material collected at plates 84 normally 
contains other components too, such as iron and iron oxides 
and these are removed based on volatility as discussed above 
in relation to Figure 4. A similar separation technique may 
be used to remove impurities from the depleted material 
collected by collector 86. 
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CIAIMS: 

1. A process for treating a uranium containing feed 
material, the process comprising :- 

contacting the uranium containing material with 
fiuorine gas, the fluorine reacting with the uranium 
containing material to give uranium fluoride; 

feeding the uranium fluoride to a separator stage, the 
separator stage converting the uranium fluoride into a plasma 
and/or ionised form, at least part of the uranium being 
ionised and at least part of the fluorine being non-ionised, 
the ionised parts being contained in a magnetic field to form 
a first product stream, the non-ionised parts being withdrawn 
from the magnetic field to form a second product stream; 

the second product stream being recycled to the 
fluorine gas and uranium containing material contact stage, 

2. A process for fluorinating a uranium containing feed 
material, the method comprising: 

contacting the uranium containing material with 
fluorine gas, the fluorine reacting with the uranium 
containing material to give uranium fluoride; 

the fluorine gas being produced by feeding a fluorine 
containing material to a separator stage, the separator stage 
converting the fluorine containing material into a plasma 
and/or ionised form, at least part of the non-fluorine part 
of the feed being ionised and at least part of the fluorine 
part of the feed being non-ionised, the ionised parts being 
contained in a magnetic field to form a first product stream, 
the non-ionised parts being withdrawn from the magnetic field 
to form a second product stream; 

the second product stream being fed to the fluorine gas 
and uranium containing material contact stage. 
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3. A process for enriching a uranium containing feed 
material/ the process comprising : 

introducing the uranium containing material to a 
separator stage, the separator stage converting the uranium 
containing material into a plasma and/or ionised form, at 
least part of the uranium being ionised and at least part of 
the non-uranium part of the feed being non-ionised, the 
ionised parts being contained in a magnetic field to form a 
first product stream, the non-ionised parts being withdrawn 
from the magnetic field to form a second product stream; 

the first product stream being fed to an enrichment 
stage, the enrichment stage applying one or more frequencies 
of electromagnetic radiation to the first product stream, the 
one or more frequencies being chosen to selectively ionise 
one or more components of the first product stream, the 
selectively ionised components being separated from the 
selectively non-ionised components to form third and fourth 
product streams respectfully. 

4. A process according to any preceding claim in which the 
uranium containing feed material is a uranium ore. 

5. A process according to any of claims 1 to 3 in which 
the uranium containing feed material is uranium and/or 
uranium oxide from the reprocessing of uranium and/or uranium 
containing material previously used in the nuclear fuel 
cycle . 

6. A process according to any preceding claim in which a 
material removal stage is provided prior to the separator 
stage with one or more uranium fluoride forms being removed 
from the process at this stage. 

7 . A process according to any preceding claim in which the 
first product stream comprises uranium metal. 



WO 00/42229 



PCT/GB00/00072 



-29- 

8. A process according to any of claims 1 to 6 in which 
the first product stream comprises uranium and/or plutonium 
and/or fission products in elemental form. 

9. A process according to any preceding claim in which the 
second product stream is predominantly fluorine. 

10. A process according to any preceding claim in which the 
second product stream is processed prior to feeding to the 
fluorine/uranium containing material contact stage, the 
process comprises cleaning the fluorine to remove other 
species . 

11. A process according to claim 2 or any claim depending 
therefrom in which the fluorine containing material is a 
uranium fluoride and preferably is uranium hexaf luoride . 

12. A process according to claim 2 or any claim depending 
therefrom in which the second product stream supplements 
fluorine being recycled from a separator provided in a 
process according to claim 2. 

13. A process according to claim 3 or any claim depending 
therefrom in which the uranium containing feed material is 
one or more uranium fluorides and particularly uranium 
hexaf luoride . 

14. A process according to claim 3 or any claim depending 
therefrom in which the first product stream is neutralised 
prior to feeding to the enrichment stage. 

15. A process according to claim 3 or any claim depending 
therefrom in which the one or more frequencies of 
electromagnetic radiation applied are selected to ionise the 
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23S U containing components in preference to the 238 U containing 
components . 

16. A process according to claim 3 or any claim depending 
therefrom in which the third product stream is separated from 
the fourth product stream by electrostatically attracting the 
third product stream to a collection location. 

17. A process according to claim 3 or any claim depending 
therefrom in which the third product stream is enhanced in 
235 U relative to the first product stream. 

18. Apparatus for treating a uranium containing feed 
material, the apparatus comprising :- 

a first unit in which the uranium containing material 
is contacted with fluorine gas, the fluorine reacting with 
the uranium containing material to give uranium fluoride; 

a second unit forming a separator stage to which the 
uranium fluoride is fed, the separator stage including a 
plasma and/or ion generator to convert the uranium fluoride 
into a plasma and/or ionised form, at least part of the 
uranium being ionised and at least part of the fluorine being 
non-ionised, the separator stage further including magnetic 
field generating means to form a magnetic field to contain 
the ionised parts and form a first product stream, the 
separator stage still further including means for removing 
non-ionised parts from the magnetic field, the non-ionised 
parts being withdrawn from the magnetic field to form a 
second product stream; 

the second product stream being recycled to the first 
unit in which the fluorine gas and uranium containing 
material are contacted . 

19. Apparatus for fluorinating a uranium containing feed 
material, the apparatus comprising: 
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a first unit, in which the uranium containing material 
is contacted with fluorine gas, the fluorine reacting with 
the uranium containing material to give uranium fluoride; 

a second unit forming a separator stage, the fluorine 
gas being produced in the separator stage by feeding a 
fluorine containing material to the separator stage, the 
separator stage including a plasma and/or ion generator to 
convert the fluorine containing material into a plasma and/or 
ionised form, at least part of the non-fluorine part of the 
feed being ionised and at least part of the fluorine part of 
the feed being non-ionised, the separator stage further 
including magnetic field generating means, the ionised parts 
being contained in a magnetic field produced by the magnetic 
field generating means, to form a first product stream, the 
separator stage still further including means to remove non- 
ionised part from the magnetic field, the non-ionised parts 
being withdrawn from the magnetic field to form a second 
product stream; 

the second product stream being fed to the first unit 
in which fluorine gas and uranium containing material are 
contacted. 

20. Apparatus for enriching a uranium containing feed 
material, the apparatus comprising : 

a first unit, forming a separator stage, into which the 
uranium containing material is introduced, the separator 
stage including a plasma and/or ion generator to convert the 
uranium containing material into a plasma and/or ionised 
form, at least part of the uranium being ionised and at least 
part of the non-uranium part of the feed being non-ionised, 
the separator stage further including magnetic field 
generating means for producing a magnetic field, the ionised 
parts being contained in the magnetic field to form a first 
product stream, the separator stage still further including 
means to remove non-ionised parts from the magnetic field, 
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the non-ionised parts being withdrawn from the magnetic field 
to form a second product stream; 

a second unit, forming an enrichment stage to which the 
first product stream is fed, the enrichment stage including a 
source of electromagnetic radiation, preferably a laser, so 
as to apply one or more frequencies of electromagnetic 
radiation to the first product stream, the one or more 
frequencies being chosen to selectively ionise one or more 
components of the first product stream, the enrichment stage 
further including means to separate the selectively ionised 
components from the selectively non-ionised components to 
form third and fourth product streams respectfully. 

21. A process for purifying a uranium containing material, 
the process comprising: 

feeding a uranium containing material to an enrichment 
stage, the enrichment stage applying one or more frequencies 
of electromagnetic radiation to the feed thereto, the one or 
more frequencies being chosen to selectively ionise one or 
more components of the feed thereto, the selectively ionised 
components being separated from the selectively non-ionised 
components to form third and fourth product streams 
respectfully; 

one or both of the product streams being fed to a 
fluorinating stage in which the uranium containing material 
in the product stream is contacted with fluorine gas, the 
fluorine reacting with the uranium containing material to 
give uranium fluoride; 

the fluorinated uranium and other components of the 
product stream being fed to a separation stage in which the 
uranium fluoride is separated, to give a f i fth product 
stream, from one or more other components of the product 
stream which forms a sixth product stream. 
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22. A process according to claim 21 in which the uranium 
containing material fed to the enrichment stage is atomic 
uranium in gaseous and/or vapour form and in non-ionised 
form. 

23. A process according to claim 21 or claim 22 in which 
the other components of the product stream are one or more 
other metals such as iron. 

24. A process according to any of claims 21 to 23 in which 
the uranium fluoride is separated from the one or more 
impurities also in fluoride form, based on differences in 
volatility . 

25. Apparatus for purifying a uranium containing material, 
the apparatus comprising: 

a first unit forming an enrichment stage to which a 
uranium containing material is fed, the enrichment stage 
including a source of electromagnetic radiation, preferably a 
laser, to apply one or more frequencies of electromagnetic 
radiation to the feed thereto, the one or more frequencies 
being chosen to selectively ionise one or more components of 
the feed thereto, the enrichment stage further including 
means to separate the selectively ionised components from the 
selectively non-ionised components to form third and fourth 
product streams respectfully; 

a second unit forming a fluorinating stage, to which 
one or both of the product streams are fed in which the 
uranium containing material in the product stream is 
contacted with fluorine gas, the fluorine reacting with the 
uranium containing material to give uranium fluoride; 

a third unit forming a separation stage, the 
fluorinated uranium and other components of the product 
stream being fed to the separation stage in which the uranium 
fluoride is separated, to give a fifth product stream, from 
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one or more other components of the product stream which 
forms a sixth product stream. 
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